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Brocciatrice Motorizzata / Motorized Broaching Machine 

 

 

 

 

 

 

 

 

 

 
 
 

Brocciatrice motorizzata per preparare intagli nelle provette utilizzate nei test di resilienza Charpy ed Izod. 
Dotata di una meccanica robusta ed affidabile, permette di realizzare intagli in modo semplice e veloce, 
senza nessuna difficoltà per l’operatore e con la garanzia di risultati accurati. 
 
Motorized broaching machine to prepare notches in samples for Charpy and Izod impact test. Provided with 
a sturdy and reliable mechanism, it permits to engrave the specimens in a simple and fast way, without any 
difficulty for the operator and with the warranty of precise results. 
  

 
 

Caratteristiche tecniche  

Funzionamento motorizzato con sistema di 

blocco di sicurezza 

Intagli realizzabili:  a seconda delle brocce 

impiegate, KV2, KU2, KU3, KU5 

Lunghezza delle brocce:fino a 390mm 

Alimentazione: 220V 

Peso: 110 kg 

Dimensioni massime: 620x260x1110 mm 

Disponibile anche in versione manuale 

Technical Specifications  

Motorized operated with safety stop system 

Suitable for following notches: KV2, KU2, KU3, 

KU5, KCU2 (depending by used broach) 

Broach length: up to 390mm 

Power supply: 220V 

Weight: 110 kg                                                     

Max dimensions:  620x260x1110 mm 

Available also in manual operated version 


